
• Coin slot pre-set at U.S. $1.00 and adjusts downward
in U.S. 25¢ increments.

• Coin mechanisms also available for other coins.

• Keyed lock prevents tampering and theft.

• Mounts separately from changing station.

• 16 gauge, 304 brushed stainless steel.

• Item 025-SS (recessing flange) can recess the vendor
up to 3.75” (95 mm).

• Holds item 107-DK diaper kits (24).

• Recessed vendor complies with A.D.A. 4.4.1,
Maximum Protruding Objects when properly installed.

• Standard pack: 1 unit.

• Limited Warranty: This product is warranted against
manufacturing defects for a period of 5 years.
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Stainless Steel Diaper Vendor:
1. Acceptable product: Foundations Worldwide, Inc.;

Model 105-SS.
2. Characteristics:

a. 16 gauge, 304 brushed stainless steel.
b. Provide Model 025-SS to recess vendor.

3. A.D.A. Compliance:
4.4.1 Maximum Protruding Objects
Compliant when properly installed.

Short Specifications

• Rough-in dimensions 12-3/4 inches (323 mm) wide
x 42-1/4 inches (1073) mm high x 5-1/2 inches
(139 mm) deep. Shim as required for tight fit on all
4 sides.

Installation Information
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